IEEE-48 Test & Sequence
Termination Requirement
IEEE-404 Test & Sequence
Splice Requirement

Partial Discharge (corona) Extinction Voltage
13 kV
Partial Discharge (corona) Extinction Voltage
13 kV

Power Frequency Voltage 1 min. dry withstand
50 kV
Power Frequency Voltage 1 min. dry withstand
35 kV

Power Frequency Voltage 6 hour dry withstand
35 kV
Direct Voltage 15 min dry withstand
70 kV

Power Frequency Voltage 10 sec wet withstand (outdoor terms)
45 kV
Lightning impulse voltage withstand 10 +/- surges @ 25 degrees C
110 kV

Direct Voltage 15 min dry withstand
75 kV
Lightning impulse voltage withstand 10 +/- surges @ 130 degrees C
110 kV

Lightning impulse voltage withstand
110 kV
Partial Discharge (corona) Extinction Voltage
13 kV

Partial Discharge (corona) Extinction Voltage
13 kV
Cyclic Aging
26 kV

Cyclic Aging
26 kV
Partial Discharge (corona) Extinction Voltage
13 kV

Lightning Impulse Voltage Withstand
110 kV
5 Hour AC withstand
35 kV

Partial Discharge (corona) Extinction Voltage
13 kV
One Hour AC withstand 
53 kV

